
ATF65G-4
75 Ton Capacity (68.2 Metric Tons)

 ALL TERRAIN CRANE

DIMENSIONS

                                     TURNING RADIUS
                            
Steering

Carrier inside
Over carrier
Over boom
Over boom extension

Specifications are subject to change without notice.

Front wheel (8x6)

16' 1-5/16" (4.91m)
32' 3-13/16" (9.85m)
35' 5-3/16" (10.8m)
37' 6" (11.43m)

All wheel (8x8)

11' 3-5/16" (3.437m)
27' 5-1/2" (8.37m)
31' 3-9/16" (9.54m)
33' 7/16" (10.07m)

40'7-5/8"(12385)

32'8-15/16"(9980)

6'8-11/16"(2050) 9'8-9/16"(2960) 5'4-15/16"(1650) 6'2-13/16"(1990) 5'8-7/8"(1750)

8'7-3/8"(2625)16'11-3/4"(5175)

36'1-1/16"(11000)
11'3-13/16"(3450)
7'6-9/16"(2300)

13'10-9/16"(4230)

1‘2-3/4"(375)
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9'3"(2820):20.5R25
8'8-3/4"(2660):16.00R25

7'3-3/16"(2214):16.00R25
7'6-3/16"(2291):20.5R25

5'7-11/16"(1720)

1'2-3/16"(360)
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20'11-15/16"(6400)
14'4-5/8"(4385)
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